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MAYCa INDUSTRIES INC
MATERIAL SAFETY DATA SHEET
Material Safety Data Sheet
complies with the U.S. OSHA Hazard
Communication Standard 29 CFR 1910.1200

PRODUCT: LAWRENCE BRANDTMMAGNUM SHOT,COPPER PLATED MAGNUM SHOT,CHILLED LEAD SHOT (ALL SIZES/NUMBERS) CODES: 2001/200212003

NFPAlHMIS HAZARD CODES: HEALTH: 1/1 FIRE: 0/0 REACTIVITY: 0/0 SPECIAL: NA

o = Minimal 1 = Slight 2 = Moderate 3 = Serious 4 = Severe

MANUFACTURERS NAME: Mayco Industries LLC "
"'SECTION I'"

Information: Mayco Industries LLC "
1200 16th Street

Granite City IL 62040
618-451-4400

PREPARATION DATE: February 2007 "

REVISIONS: This is a revised Material Safety Data
Sheet. Revised information appears in
the text line(s), as indicated by
asterisk(s) (") in the right margin.

"'SECTION II - HAZARDOUSINGREDIENTS'"

INGREDIENT

Lead
Antimony
Arsenic
---------------------------------------------------------------
NOTE(S): (1) Product (alloy) specific dependent.

NE = None Established AL = Action Level PEL = Permissible Exposure Limit TLV = Threshold Limit Value

APPEARANCE & ODOR (AT NORMAL CONDITIONS)

SPECIFIC GRAVITY (H20 = 1)
MELTING POINT (DEGREES C)

BOILING POINT (DEGREES C)
SOLUBILITY IN WATER

"'SECTION 11I-PHYSICAL DATA""

: Solid spheres - no odor: Chill & Magnum Shot - soft gray color, Copper Plated
Magnum Shot - copper color.

: Approximately 11.18
: Alloy Specific Dependent -Constituents: Lead - 328 Antimony - 630 Arsenic-Sublimes without

Melting at 613
Information not available

: Insoluble

... SECTIONIV-FIRE & EXPLOSION HAZARD DATA""
Non-Flammable
Not Applicable
No specific agents recommended
If involved in fire, use full protective clothing and NIOSHIMSHA approved self-contained
breathing apparatus operated in a positive-pressure mode.
None

FLASH POINT
FLAMMABLE LIMITS
EXTINGUISHING MEDIA
SPECIAL FIRE FIGHTING PROCEDURES

UNUSUAL FIRE & EXPLOSION HAZARDS

"'SECTION V - REACTIVITY DATA'"
STABILITY
CONDITIONSTOAVOID
INCOMPATIBILITY

Stable
Not Applicable
Strong Oxidizers, Hydrogen Peroxide, potassium nitrate, or permagenates, halogen gases,
Halides, Halogenates, Active Metals - Sodium, Potassium. Powdered Lead fused with Ammonium
Nitrate may cause a violent reaction. Strong acids, bases, nascent Hydrogen, reducing
agents, Chlorine, Fluorine, and Bromine. NEVER mix molten metal with water - it will
explode. NEVER put product, by-products, dust or product waste into galvanized or
Aluminum containers.
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US-NIOSH US OSHA US OSHA ACGIH
CAS NO. RTECS NO. 8-HR AL 8-HR PEL 8-HR TLV WT. PERCENT(1) -------------

7439-92-1 OF7525000 0.03mg/m3 0.05mg/m3 0.05mg/m3 90.0 - 98.9
7440-36-0 CC4025000 NE 0.50mglm3 0.50mglm3 1.0 - 8.0
7440-38-2 CG0525000 0.005mg/m3 0.01mg/m3 0.01mg/m3 0.1 - 2.0




